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Features
 z Color touch-screen display
 z Help topics and error detection
 z Copy and paste functions for writing 

new programs
 z Record of last two pull results
 z Two symmetrical pipettes with each 

pull
 z Self-contained air supply with filtration 

system and humidity control chamber
 z Memory storage for up to 100 

programs
 z Two cooling modes: time and delay
 z Line repeat mode simplifies multi-line 

programming
 z Diagnostic testing
 z Built-in error detection of air pressure 

loss or filament burnout
 z Rotary dial is offered as an alternative to the keypad for numerical entry

Benefits
 z Safe heat mode to protect and extend filament life
 z Pre-heat mode improves stability
 z Pipette cookbook program directory
 z Jaw temperature sensor helps define ideal pulling 

conditions
 z Ramp test more easily accessed

Applications
 z Patch pipettes
 z Sharp electrodes
 z Pronuclear injection
 z Zebrafish injection
 z Insect egg injection
 z Aspiration pipettes

www.wpiinc.com

P-1000 Next Generation Pipette Puller
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Part Number Description
SU-P1000 Next generation pipette puller
505094 2 mm Box Filament, 1.5 mm wide
505095 2 mm Box Filament, 2 mm wide
505096 2 mm Box Filament, 3 mm wide
505097 2.5 mm Box Filament, 4.5 mm wide
13834 2 mm Box Filament, 2.5 mm wide
505098 3 mm Box Filament, 1.5 mm wide
14074 3 mm Box Filament, 2 mm wide
506122 3 mm Box Filament, 3 mm wide
505099 Custom Filament
505101 3 mm Loop Filament, 1.5 mm wide
505103 3 mm Loop Filament, 2 mm wide
505105 3 mm Loop Filament, 2.5 mm wide
505106 Fire Polishing Spacer
505108 Trough Filament, 1.5 mm wide
13835 Trough Filament, 2 mm wide
13836 Trough Filament, 3 mm wide
505109 Trough Filament, 4.5 mm wide

SPECIFICATIONS
Dimensions 53 x 36 x 30 cm  (21 x 14 x 12")
Weight 18.59 kg (41 lbs.)
Power 115/230 V, 50/60 Hz
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